
ASSEMBLY MODULE MP 12

Mounting rail / screw-type terminal

12 pairs of solder pins
screw terminals connected to solder pin pairs

Link naar het product
Afbeelding

Commerciële gegevens

Product van afwijken van afbeelding

ECLASS-6.0 27260710

ECLASS-6.1 27141149

ECLASS-7.0 27141149

ECLASS-8.0 27141149

ECLASS-9.0 27141149

ECLASS-10.1 27141149

ECLASS-11.1 27141149

ECLASS-12.0 27141149

Product-PDF voor artikel 62010

De informatie in dit datablad is met de grootst mogelijke zorg samengesteld.
Aansprakelijkheid beperkt tot grove nalatigheid voor de juistheid, volledigheid en actualiteit. Status: 2024-04-27

Murrelektronik B.V. | Takkebijsters 3 | 4817 BL Breda | Fon 085-22 20 282 | Fax 085-22 20 283 | shop@murrelektronik.nl | shop.murrelektronik.nl

https://shop.murrelektronik.nl/62010?lang=16


ETIM-5.0 EC002780

Douane tarief nummer 85369010

GTIN 4048879042253

Verpakkingseenheid 1

Electrical data | Supply

Operating voltage AC 50 V

Operating voltage DC 50 V

Operating current max. 5 A

Installation

Connection cross section max. 4 mm²

Installation | Connection

Connection Screw terminals SK

Connection information Lötstützpunktpaare (Raster 5 mm)

Device protection | Media

Flame resistance flame retardant

Mechanical data | Material data

Housing properties open design

Material housing Plastic

Mechanical data | Mounting data

Distance of solder pins 24 mm

Mounting method screwed, geschnappt

Suitable for mounting type Mounting rail TH35, G32, (EN 60715)

Height 63 mm

Width 70 mm

Depth 36 mm

Environmental characteristics | Climatic

Operating temperature min. -20 °C

Operating temperature max. 60 °C
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